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347—81.1(88B) Construction/demolition work.

81.1(1) Scope. This rule applies to construction, alteration or repair, painting and decorating,
including but not limited to:

a. Demolition or salvage of structures where asbestos, tremolite, anthophyllite or actinolite is
present;

b.  Removal or encapsulation of materials containing asbestos, tremolite, anthophyllite or
actinolite;

c¢.  Construction, alteration, repair, maintenance or renovation of structures, substrates or portions
thereof, that contain asbestos, tremolite, anthophyllite or actinolite;

d. Installation of products containing asbestos, tremolite, anthophyllite or actinolite;

e.  Asbestos, tremolite, anthophyllite and actinolite spill/emergency cleanup; and

f Transportation, disposal, storage or containment of asbestos, tremolite, anthophyllite or
actinolite on the site or location at which construction activities are performed..

81.1(2) Adoption by reference. This rule adopts in its entirety by reference the federal Occupational
Safety and Health Administration standard 29 CFR section 1926.58, including all appendices, as
published at 51 Fed. Reg. 22756-22790 (June 20, 1986) as amended at:

52 Fed. Reg. 17753 (May 12, 1987)

53 Fed. Reg. 35625 (September 14, 1988)

54 Fed. Reg. 30704 (July 21, 1989)



